
Report Time Span: 9/30/2017 12:00:00 AM - 10/1/2017 12:00:00 AM
Report Hours: 24 / 7
Sensor Type: SNMP Traffic 64bit (5 m Interval)
Probe, Group, Device: PRTGPB01 > Core > gateway-internet (FATPIPE-Internet) [Linux/Unix]

Uptime Stats:
Up: 100 % [23h56m30s]
Down: 0 % [0s]

Request Stats:
Good: 100 % [288]
Failed: 0 % [0]

Average (Traffic Total): 1,478 Mbit/s
Total (Traffic Total): 15,226,713 MByte

Max: 3,247 Mbit/s
Min: 118 Mbit/s

Channel | Average | Percentile (95th) | Total |
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Traffic Total</td>
<td>1,478 Mbit/s</td>
<td>2,317 Mbit/s</td>
<td>15,226,713 MByte</td>
</tr>
<tr>
<td>Traffic In</td>
<td>146 Mbit/s</td>
<td>223 Mbit/s</td>
<td>1,499,647 MByte</td>
</tr>
<tr>
<td>Traffic Out</td>
<td>1,333 Mbit/s</td>
<td>2,106 Mbit/s</td>
<td>13,727,066 MByte</td>
</tr>
</tbody>
</table>